BOLT SHROUD REPLACEMENT INSTRUCTIONS
Thank you for participating in
the Ruger Precision Rifle®

BOLT SHROUD REPLACEMENT INSTRUCTIONS

Bolt Shroud Replacement Program.
Enclosed is your free replacement
bolt shroud for your Ruger Precision Rifle®.
As Arms Makers for Responsible Citizens,
we are firmly committed to safety and
sincerely appreciate your patience and
cooperation regarding this matter.

For Your Convenience, there is
a video available at Ruger.com/RPRSafety
to walk you through the
Bolt Shroud Replacement process.

Thank You,

1 Lacey Place, Southport, CT 06890
Chris Killoy, Ruger President & CEO

Ruger.com/RPRSafety

BOLT SHROUD REPLACEMENT INSTRUCTIONS
BOLT DISASSEMBLY
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Always keep the rifle pointed in a safe direction. Before removing the bolt from your rifle, remove the magazine
and verify that your rifle is completely unloaded and the chamber is empty.
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1. Start with the bolt in the position shown in Figure 1. You can see the lobe on the cocking piece (also known
	
as the firing pin back) is at rest inside the notch on the cam.
2. Grasp the outside of the bolt shroud and cocking piece, and rotate the shroud clockwise (when looking from
	
the rear of the bolt) approximately 30 degrees (as shown in Figure 2) so the cocking piece lobe is aligned
with the center of the bolt handle base.
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3. Pull the bolt shroud rearward and downward to remove. (See Figure 2.)
	
C Remove Bolt Shroud

BOLT SHROUD INSTALLATION
1. Install the new bolt shroud by sliding it up over the end of the firing pin and forward to attach to the bolt.
	
Rotate the bolt shroud 30 degrees counterclockwise (see Figure 3) until the cocking piece locks into the bolt
in the at rest position (see Figure 4).

FIGURE 3

2. Replace the bolt in the rifle and visually double check the chamber to be certain it is empty.
	
At this point no magazine should be in the rifle.
3. Dispose of your old aluminum bolt shroud.
	

FIGURE 4

Do not rotate the cocking piece beyond the positions shown in the instructions. If the cocking piece is turned too far, it will “fall down”
to the bottom of the cocking cams and will take significant effort, and possibly the use of hand tools or a gripping aid, to return the
cocking piece to the correct cam notches. Because there are dual cocking cams, you may need to rotate the cocking piece through
both cams in order to return the cocking piece to its proper position.

IF YOU NEED HELP, please visit Ruger.com/RPRSafety to view a video demonstrating the bolt shroud replacement process, or refer to
your Ruger Precision Rifle® instruction manual. If you experience difficulty installing your new bolt shroud, or are at all concerned about installation, please
make arrangements to ship your bolt to our Newport, New Hampshire facility where we will install your bolt shroud for you.

Visit Ruger.com/RPRSafety for More Information
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	NOTE: The cocking piece will only rotate fully if turned clockwise, relative to the bolt body (when viewed from the rear of the bolt).

contact Customer Service at 336-949-5200. Our dedicated team of professionals will walk you through the process or, if you would prefer, will

C

B Center of Bolt Base

Lobe of Cocking Piece at
Rest in Notch on Cam

B

Center of Bolt Base Handle Base

Firing Pin

